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Montage Schneeschild (Abb. 8)
Befestigen Sie nun das vormontierte Schneeschild 
an der Halterung (3) und fixieren Sie es mit den 
Schrauben (f) M12x40). Befestigen Sie den Stützbü-
gel (5) am Abdeckblech der rechten Raupe mit den 
Schrauben (f) M10x25).

Hersteller:
scheppach
Fabrikation von Holzbearbeitungsmaschinen GmbH
Günzburger Straße 69
D-89335 Ichenhausen

Lieferumfang

1.	 Schneeschild
2.	 Hebel Höhenverstellung
3.	 Halterung
4.	 Schwenkarm
5.	 Stützbügel
6.	 Schwenkarmverlängerung
7.	 Beipackbeutel
8.	 Bedienungsanleitung
9.	 Halterung für Schwenkarm
10.	Drehachse

Montage

Das Schneeschild wird, werksseitig teils vormontiert 
geliefert. Bitte nehmen Sie alle Teile aus der Verpa-
ckung und prüfen den Verpackungsinhalt auf Voll-
ständigkeit.

Montage Drehachse (Abb. 3)
Montieren Sie die Drehachse (10) mit den vier 
Schrauben (a) am Schneeschild (1).

Montage Halterung für Schwenkarm (Abb. 4)
Befestigen Sie die Halterung für Schwenkarm (9) mit 
der Schraube (b) in der Drehachse (10).

Montage Schwenkarm und Schwenkarmverlän-
gerung (Abb. 5)
Stecken Sie den Schwenkarm (4) auf die Schwenk-
armverlängerung (6) und richten Sie die Bohrungen 
aus. Fixieren Sie das anschließend mit der Schraube 
(c). 

Montage Stützbügel und Hebel Höhenverstellung 
(Abb. 6)
Setzen Sie den Schwenkarm auf die Halterung und 
befestigen Sie diesen mit der Schraube (d) M8x35).
Stecken Sie den Hebel Höhenverstellung (2) in die 
dafür vorgesehene Führung an der Drehachse (10).
Befestigen Sie den Stützbügel (5) am Schwenkarm 
und fixieren Sie diesen mit dem Stift und Splint (d) 
M10x60).

Montage Halterung (Abb. 7)
Befestigen Sie die Halterung (3) am vorderen Teil des 
Dumperchassis, richten Sie die Bohrungen aus und 
fixieren Sie die Halterung mit den Schrauben (e).
Achten Sie darauf, dass die Bohrungen nach Außen 
zeigen!
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Manufacturer
scheppach
Fabrikation von Holzbearbeitungsmaschinen GmbH
Günzburger Straße 69
D-89335 Ichenhausen

Scope of delivery

1.	 Snow blade
2.	 Heigh adjustment lever
3.	 Bracket
4.	 Swivel arm
5.	 Support bracket
6.	 Swivel arm extension
7.	 Accessories bag
8.	 Manual
9.	 Swivel arm bracket
10.	Swivelling axis

Mounting

The snow blade is supplied pre-assembled from the 
factory. Please remove all the parts from the packag-
ing and check the contents for completeness.

Mounting swivelling axis (Fig. 3)
Install the swivelling axis (10) onto the snow clear-
ance blade (1) using the four screws (a)

Mounting swivel arm bracket (Fig. 4)
Fasten the bracket for swivel arm (9) with the screw 
(b) in the swivelling axis (10).

Mounting the swivel arm and swivel arm exten-
sion (Fig. 5)
Place the swivel arm (4) on the swivel arm extension 
(6) and align the holes. Then fix it with screw (c).

Mounting support bracket and heigh adjustment 
lever (Fig. 6)
Place the swivel arm on the bracket and fasten it us-
ing the bolt (d) M8x35). Insert the height adjustment 
lever (2) in the guide provided on the swivelling axis 
(10). Attach the support bracket (5) to the swivel arm 
and fix it with the pin and spring split pin (d) M10x60).

Mounting Bracket (Fig. 7) 
Attach the bracket (3) to the front part of the dumper 
chassis, align the holes and fix the bracket with the 
screws (e). Make sure that the holes are facing out-
wards!

Mounting the snow blade (Fig. 8)
Now attach the pre-assembled snow blade to the 
bracket (3) and fix it with the screws (f) M12x40). Fas-
ten the support bracket (5) to the cover plate of the 
right-hand caterpillar track with screws (f) M10x25).
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