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SPECIFICATIONS
Dimensions L x W x H 380 x 250 x 675 mm
Base L x B x H 320 x 305 x 30 mm
Speed range 500 – 2600 rpm
Chuck capacity 1.5 – 13 mm
Drill stroke 70 mm
Drill-Ø in wood 40 mm
Drill-Ø in steel 13 mm
Drive electronically controlled
Chuck to base max. 280 mm
Motor 220 – 240 V~ 
Input 710 W

DP55DP55

LOGISTICAL DATA
Weight net / gross 8.3 / 9.9 kg
Packaging dimensions 690 x 340 x 220 mm
Article number 5906822901
Barcode 4046664094913
20 Container 558 pcs
40 Container 1218 pcs
40 HQ Container 1458 pcs

ELECTRIC

BENCH DRILL
•	 Precise setting of the speed of 500 – 2600 rpm via digital display
•	 Quick clamping of the drill into the precision drill chuck
•	 Integrated laser for precise drilling
•	 Quick-release clamp for fixing the workpieces 
•	 Powerful 710 W motor 
•	 280 mm distance between clamping chuck and table
•	 Chuck clamping range of 1.5 to 13 mm for maximum drill holes of  

13 mm in steel and of 40 mm in wood
•	 Stable 320 x 305 mm mounting plate
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