METAL BAND SAW
MBS1200
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¢ Can be used freehand
¢ Can be used with base frame

Using the MBS1200, mitre cuts of 0° - 45° can be sawed. The ball-bearing-mounted belt guide enables precise sawing.

.

i g
o NG
The adjustable handle ensures fatigue-free working with the saw.
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VARIABLE CUTTING SPEEDS
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PRODUCT DATA g
Dimensions L x W x H 648 x 291 x 573 mm g
Mains voltage 220 — 240 V~/ 50 Hz ©
Power 1200 W LOGISTICAL DATA H
Max. cutting width/height 90° 127 /127 mm Weight net / gross 13.6/15.3 kg %’
Max. cutting width/height 45° 41.5/127 mm Packaging dimensions 380 x 360 x 565 mm §
Saw band length 1141 mm Iltem number 5901508901 3
Saw band width 12.7 x 0.65 mm EAN 4046664122364 é
Belt speed 0.7-22mis 20 containers 368 pcs. f‘;
Tilt angle 0° - 45° 40 containers 744 pcs. . §
LED Yes 40 HQ containers 872 pcs. Stal n |eSS Steel | §
o

1141 mm max. 80 mm LED 1200 W 0.7-2.4 m/s 9 INCLUDING 5c Q Pphc
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_\/_ e 2sawbands (10 T/ 14 T)
¢ LED work lamp
e D e Germany
* 2.2 m cable




