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SPECIFICATIONS
Dimensions L x W x H 480 x 280 x 300 mm
Disc size Ø / bore Ø 150 / 20 / 12,7 mm
Wetstone Ø / bore Ø 200 / 40 / 20 mm
Sanding disc grit K60 / K80
Motor 220 – 240 V~ / 50/60 Hz
Input 250 W

LOGISTISCHE DATEN
Weight net / gross 12 / 13 kg
Packaging dimensions 485 x 330 x 360 mm
Article number 5903105903
Barcode 4046664037507
20 Container 500 pcs
40 Container 1000 pcs
40 HQ Container 1100 pcs
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8″ WET AND DRY GRINDING MACHINE
•	 High-performance 250 W induction motor for working quietly  

and with low vibration 
•	 Height-adjustable spark protection
•	 Adjustable work piece support
•	 Water container to cool the work piece
•	 Wet grinding stone diameter: 200 mm

The grinding stone is cooled with water and 
protects the work piece from annealing. 

The work piece support and 
spark protection are adjustable. 

Drill Blades Metal platesChisel

EXAMPLES OF USE 
SUITABLE FOR

Axes Metal pipe

The wet-grinding disc rotates slowly 
and is perfect for precise grinding.

The aluminium oxide grinding stone’s fast rotation 
is perfect for high-capacity material removal.

PRODUCT DETAILS
Diameter/width

Aluminium oxide grinding 
stone 

Diameter/width
Wet-grinding stone

60 / 80 grinding stone grain Speed 2850 rpm (dry)
Speed 130 rpm (wet)

Grinding stone mounting 
12.7 mm

Wet stone mounting 20 mm

250 W motor
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