MINI EXCAVATOR

LOGISTICAL DATA

Weight net / gross
Packaging dimensions
Item number

EAN

20 containers

40 HQ containers

PRODUCT DATA

567 / 639 kg

2300 x 760 x 1300 mm
5915001903
4046664249177

7 pcs.

32 pcs.

PRODUCT DATA

Dimensions L x W x H
Engine

Power

Fuel type

Hydraulic system
Additional control circuit
Maximum digging depth
Maximum reach

Max. ejection height

Maximum loading height

4-stroke petrol engine
306 cm®/ 8.5 hp /6.3 kW

2210 x 690 x 1585 mm
4-stroke petrol engine
306 cm®/ 8.5 PS /6.3 kW
Petrol / 6 L

2x 8.3 L/min/12L

No

1200 mm

2330 mm

2100 mm

1350 mm

max. 1.7 km/h

Bucket width

Bucket volume
Bucket digging force
Arm digging force
Track width

Chain width

Swing range of boom
Driving speed
Rotation range/speed
Climbing ability
Ground pressure
E-start

LED

CO, emissions

290 mm
0.011 m*

8.8 kN (815 kg)
4.2 kN (485 kg)

690 mm
150 mm
+/-70°

1.7 km/h

360°/9.3 rpm

15°

26.5 kPa (0.27 kg/cm?)

Yes
Yes

788.20 g/kWh

Rotation range 360°

<3605

Large dozer blade that can be lowered to support
the boom or to move soil

LED lights on the boom ensure
ideal visibility.

Thanks to the extensive digging reac
work can also be carried out on slopes or inclines.

690 mm track width — ideal for narrow passages and for
reaching areas that are difficult to access

ucket volume: 0.011 m?
Bucket width: 290 mm

E-starter for easy start-up of the excavator.

‘hvf max. ,330 mm, | -
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