
5 m spiral compressed air hose.

The pressure gauge allows the accumulator 
pressure to be read at any time.

Wheels for easy transport.

Quick-connect coupling al-
lows rapid tool replacement.

•	 Air pistol
•	 Tyre inflater
•	 Compressed air hose
•	 Various adapter
•	 Various nozzles

Including

Nailing / tacking Sports goods Blowing out

UNIVERSAL USE

Tyre inflation Compressed air impact wrench

HC30ox

24 L COMPRESSOR

PRODUCT DATA
Dimensions L x W x H 550 x 280 x 565 mm
Mains voltage 230 V~ / 50 Hz
Power 1100 W
Max. working pressure 8 bar
Suction capability 200 L/min
Boiler size 24 L
Number of cylinders 1 pcs.
Quick coupling 1 pcs.
Design Oil-free
Sound power level (LwA) 97 dB(A)

LOGISTICAL DATA
hC30ox HC30o

Weight net / gross 18.3 / 19.3 kg 18.3 / 20 kg
Packaging dimensions 335 x 325 x 975 mm
Item number 5906146904 5906146901
EAN 4046664137795 4046664137788
20 containers 294 pcs.
40 containers 588 pcs.
40 HQ containers 588 pcs.

Also available with accessories(Hc30o)

8 bar 200 L/min 24 L Oil-free 1100 W

Optional 
accessories
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