


Construction machinery Skid steer loader

735 mm 80 L / 0.08 m³

EXAMPLES OF USE

EXAMPLES OF USE

735 mm 80 L / 0.08 m³

Soil bucket 80 L

Loading bucket 80 L

•	 Robust loading bucket for moving materials such as sand, soil 
or gravel

•	 735 mm working width, 390 mm height
•	 Easy attachment 
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400705
EAN: 4046664279396

•	 Robust earth shovel with teeth for digging in soil, gravel, etc. 
and for moving earth

•	 Ideal for small construction sites or for the garden
•	 735 mm working width, 390 mm height
•	 Easy attachment
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400706
EAN: 4046664279402

Construction machinery Skid steer loader

735 mm 130 L / 0.13 m³

EXAMPLES OF USE

EXAMPLES OF USE

Soil bucket 130 L

Side-tipping bucket

•	 Robust soil bucket for moving materials such as sand, soil or 
gravel

•	 Ideal for large construction sites
•	 735 mm working width, 533 mm height
•	 Easy attachment
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400707
EAN: 4046664279426

•	 The robust side-tipping bucket allows easy material unloading 
even with limited space

•	 Hydraulic tipping of the bucket for targeted placement of bulk 
material such as sand, gravel or soil

•	 Tipping angle to the right in the direction of travel: 80°
•	 1,029 mm working width, 568 mm height
•	 Easy attachment 
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400708
EAN: 4046664279419

1029 x 568 mm 130 L / 0.13 m³

Hydraulically control-
lable

Suitable for

MKL730

Suitable for

MKL730

Suitable for

MKL730

Suitable for

MKL730



Construction machinery Skid steer loader

EXAMPLES OF USE

EXAMPLES OF USE

Silo fork

Clamshell bucket

•	 Robust silo fork for cleaning out stables or for transporting 
grass cuttings, branches or timber

•	 Easy attachment
•	 Fork can be controlled hydraulically
•	 Robust, durable steel construction
•	 Teeth ensure a secure grip on the material to be transported
•	 Suitable for skid steer loader MKL730
Article number: 7915400709
EAN: 4046664279433

•	 Robust clamshell bucket for loading bulky goods and timber
•	 Side elements can be removed if required – ideal for tree trunks
•	 Easy attachment
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400710
EAN: 4046664279440

800 mm 750 mm

Hydraulically 
controllable

770 mm 80 L / 0.08 m³

Hydraulically 
controllable

Construction machinery Skid steer loader

EXAMPLES OF USE

EXAMPLES OF USE

Dozer blade

Drive unit + earth auger 
Ø 100 & 200 mm

•	 Robust dozer blade for levelling and pushing of all kinds such 
as snow ploughing on flat surfaces

•	 2 adjustable working widths: 800 mm without expansion / 
1,600 mm with expansion

•	 Can be angled hydraulically 36.5° to the left and right
•	 Easy attachment 
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400711
EAN: 4046664279457

•	 Robust earth auger for drilling holes for fence posts, founda-
tions or plants

•	 Includes drive unit as well as 2 earth augers, Ø 100 & 200 mm
•	 Speed: 50 rpm
•	 Clockwise/anti-clockwise operation
•	 Easy attachment
•	 Robust, durable steel construction
•	 Suitable for skid steer loader MKL730
Article number: 7915400703
EAN: 4046664279310

Ø 100 mm & 200 mm 800 mm

Hydraulically 
controllable

2 working widths can be adjusted by 36.5°

1600 mm

400 mm 400 mm800 mm

Hydraulically 
controllable

Suitable for

MKL730

Suitable for

MKL730

Suitable for

MKL730

Suitable for

MKL730

Kompaktlader Ende


